
OVEN FEATURES

121L Gross Oven Cavity

– 112L usable

Twin Fan Forced Oven

9 Functions

Triple glazed door

Knob controls

Digital programmable timer

LPG Conversion kit + test point

Adjustable feet

ACCESSORIES

1 × Deep baking dish

1 × Enamelled baking tray

INSTALLATION 

A. Feet adjustment: 88–148mm

See below diagram

REQUIREMENTS

Natural Gas or LPG 

Hardwired installation

Rated Voltage: 
220-240V, 50/60 Hz

Maximum Power: 2940W 

PRODUCT DIMENSIONS

Physical (w, d, h mm):

895 × 595 × 858–918mm

Packaged (w, d, h mm):

956 × 687 × 845 mm

WEIGHT 

Gross/net: 98.4kg/76.2kg

WARRANTY

2 years

COOKTOP FEATURES

5 burners (inc. 1 wok burner)

Cast iron trivets 

Flame failure safety

Triple crown wok burner

Italian-made Sabaf burners

BURNERS

1 × Auxilary 

2 × Semi-rapid

1 × Rapid

1× Triple crown

90CM DUAL FUEL 
FREESTANDING OVEN 
STAINLESS STEEL 
G G S U C 9 0 8 S
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PRIOR TO INSTALLATION 

Unpacking and product handling
• Thoroughly inspect the freestanding oven to ensure there is no damage from shipping or 

moving. If any damage is detected, please call the shipper and initiate a damage claim.  
The distributor of InAlto is not responsible for any shipping damage.

• Do not discard any packaging materials until the freestanding oven has been inspected  
and found to be free of damage.

• Remove the outer cardboard box and any packing materials from the freestanding oven.  
Note: Some models are supplied with a protective film on the stainless steel parts which must  
be removed before installing and using the appliance.

Product Dimensions

Installation Instructions
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ENVIRONMENTAL WARNING 
Waste packaging 
Do not throw the packaging of your appliance into the dustbin, 
but pick out the different materials (for instance foil, paperboard, 
polystyrene) according to the local rules for rubbish elimination. 

This appliance must only be used for the purpose of domestic 
cooking. 

GENERAL INFORMATION 

WHEN YOU CALL FOR SERVICE
When you call for service or order parts for your unit, be 
sure to give: 
1. MODEL
2. SERIAL NUMBER
3. COLOUR
4. PART NAME and/or description of problem
5.YOUR FULL NAME, ADDRESS, and HOME TELEPHONE

NUMBER and BUSINESS TELEPHONE NUMBER IF
APPROPRIATE.

Servicing shall be carried out only by authorised personnel. 
SECTION FOR THE QUALIFIED TECHNICIAN 

OVERALL DIMENSIONS 

Getting to know your new cooker
Thank you for choosing one of our products. 
Our cookers are of simple, rational design. They are 
constructed to the best standards to ensure good 
service and outstanding safety. 
Please read this manual carefully; it will provide all the 
advice needed to allow you to obtain the best results 
from the very first day. 
ATTENTION: 
- Before using the appliance, do not forget to remove the

plastic protective film from parts of the appliance.

• WARNING -Accessible parts will become hot when in use.
To avoid burns and scalds children should be kept away.
- WARNING -
In order to prevent accidental tipping of the appliance, for 
example by a child climbing onto the open oven door, the 
stabilizing chain must be installed. 

- WARNING
This appliance is not intended for use by persons (including
children) with reduced physical, sensory or mental capabilities,
or lack of experience and knowledge, unless they have been
given supervision or instruction concerning use of the appliance
by a person responsible for their safety.
Children should be supervised to ensure that they do not play
with the appliance.

Young children and infirm persons should not be left 
unsupervised in the vicinity. 

- WARNING
Before you use the appliance for the first time, check that
the plastic films protecting some parts (fascia panel, parts in
stainless steel, etc.) have been removed.

- WARNING:
A steam cleaner is not to be used to clean this appliance.
- WARNING
DO NOT USE OR STORE FLAMMABLE MATERIALS IN
THE APPLIANCE STORAGE DRAWER OR NEAR THIS
APPLIANCE.

DO NOT SPRAY AEROSOLS IN THE VICINITY OF 
THIS APPLIANCE WHILE IT IS IN OPERATION. 

DO NOT USE THIS APPLIANCE AS A SPACE HEATER.

DO NOT MODIFY THIS APPLIANCE. 

INS TALL ATION  

PROVISION FOR VENTILATION
The room where the Cooker is installed should have permanent 
ventilation as follows: 
"Ventilation must be in accordance with AS5601/AG 601 - Gas 
Installations. In general, the appliance should have adequate 
ventilation for complete combustion of gas, proper flueing and to 
maintain temperature of immediate surroundings within safe limits." 

Do not install in a bed-sitting room, a bathroom or shower room. 
If there is another fuel burning appliance in the same room, a 
higher level of ventilation will be required, you should consult 

- " the safety requirements".
In addition to the above, during prolonged use, opening a window
in the same room is recommended. This will avoid the build up
of excessive moisture and condensation.

POSITIONING
Important: Fix the chain located next to the gas connection on 
both sides of the cooker to the wall to prevent the cooker from 
tilting. Both chains must be securely fixed. 
Make sure that the wall surface behind the Cooker is non- 
combustable (will not catch fire). 
Where a painted surface is adjacent, a fire retardent paint surface 
is recommended. Wallpaper, wood, or fabric should not be used 
behind or next to the cooker. 

RECORD HERE FOR EASY REFERENCE 

Model Colour

Serial Number Installation  Date

Dealer's Name and Address 

22mm

750mm

595mm

A

570mm

mm895

A = 95-160 mm

40mm

A

597mm

769 mm

mm895

The images and diagrams in this user manual is for reference only. Your Freestanding Cooker may appear differently.

40mm

A
895mm

770mm

595mm


